Butterfly Valves
Multi-Position Trigger Handle, Clamp Ended

LOCAKBLE HANDLE

316 ST.STEEL
TRIGGER HANDLE

EASY TO MAINTAIN
IDEAL FOR SEAL
CHANGEOUTS

MULTI-STOP POSITION
15 DEG INTERVALS

TC FERRULE ENDED
0.8Ra MAX WETTED
SURFACES
INTERCHANGEABLE
INTERNAL SEALS

EPDM / SILICONE / VITON 316 ST.STEEL

COMPACT DESIGN
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Standard BS / 3A—Imperial Certification EN10204 3.1, FDA for Seal
Connections Clamp End X Clamp End Associated Parts BS4825-3, All Imperial Clamp Ended Fittings
Material 316L Body, Handle & Fasteners / EPDM Seal Associated Standards  BS48258-3, 3A
Surface Finish 0.8Ra Internal Wetted Surfaces Options Silicone / VITON Seals

Remarks Weld Ended & Alternative Sizes Available Upon Request

Butterfly Valve, Multi-Position Trigger Handle, Clamp Ended, 316 St.St Body & Handle / EPDM Seal

TUBEID Part Code
(mm)
1.00" 50.5 22.1 79.0 75.0 70.0 167.0 BFV.CC.0100.EP
1.50" 50.5 34.8 85.0 78.0 70.0 167.0 BFV.CC.0150.EP
2.00" 64.0 47.5 100.0 85.0 74.0 167.0 BFV.CC.0200.EP
2.50" 77.5 60.2 115.0 93.0 76.0 167.0 BFV.CC.0250.EP
3.00" 91.0 72.9 127.0 99.0 18.0 167.0 BFV.CC.0300.EP
4.00" 119.0 97.4 156.0 113.0 90.0 167.0 BFV.CC.0400.EP

Published Data Is Given in Good Faith. We Reserve the Right To, Without Warning Change the Dimensions When Not In Conflict With The Published Standard
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