Clamp Ended Fittings
Concentric Reducers, Clamp Ended, Metric X Imperial

Standard
Connections
Material
Surface Finish
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DIN32676 / Metric X BS4825-3 / Imperial Certification EN10204 3.1
TC (Clamp) Ended Associated Parts All DIN3276-A & BS4825-3
316L Stainless Steel EN 1.4404 Associated Standards ~ ASME BPE, DIN32676-A
0.80 Ra um Average Options Non Standard Size, Duplex Materials

Machined From A Single Stainless Steel Billet (No Welds). Internal Reduction Angle, 15°-25° Max

Clamp Ended Fittings, Concentric Reducers (Imperial X Metric)

Size (Metric x Imperial) FLG OD1 FLG ID1 FLG OD2 FLG ID2 Part Ordering
Clamp X Clamp (mm) (mm) (mm) (mm) Code
DN10 X 0.50" 34.0 10.0 254 9.4 30.0 CRC.D010.0050.6
DN10 X 0.75" 34.0 10.0 25.4 15.8 30.0 CRC.D010.0075.6
DN10 X 1.00" 34.0 10.0 50.5 221 30.0 CRC.D010.0100.6
DN15 X 0.50" 34.0 16.0 25.4 9.4 30.0 CRC.D015.0050.6
DN15 X 0.75" 34.0 16.0 25.4 15.8 30.0 CRC.D015.0075.6
DN15 X 1.00" 34.0 16.0 50.5 22.1 30.0 CRC.D015.0100.6
DN20 X 0.50" 34.0 20.0 25.4 9.4 30.0 CRC.D020.0050.6
DN20 X 0.75" 34.0 20.0 25.4 15.8 30.0 CRC.D020.0075.6
DN20 X 1.00" 34.0 20.0 50.5 221 30.0 CRC.D020.0100.6
DN20 X 1.50" 34.0 20.0 50.5 34.8 30.0 CRC.D020.0150.6

Published Data Is Given in Good Faith. We Reserve the Right To, Without Warning Change the Dimensions When Not In Conflict With The Published Standard
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